
 

 

FARS CHASB red grade wood adhesive data sheet 

Product description: 

FARS CHASB red grade wood adhesive orange 

grade is high quality wood glue based on PVAc for 

use indoors and outdoors. Transparent when dry 

 

Field of application 
FARS CHASB wood adhesive used for wood to wood, soft- and hardboard, Bakelite slabs and chipboard 

to wood. To laminate/bond paper, cardboard, PVC cloth with paper or textile back to wood and board, 

wood constructions such as window frames and doors.  

It used for laminating of practically all hard, soft and exotic types of wood. Suitable for well-fitting, non-

load bearing wooden structures using, for example, finger joints, dovetail joints, mortise and tendon 

joints, dowels and springs. Suitable for indoor applications such as doors and furniture in, for example, 

living rooms and offices.  

Properties 
This adhesive is Stronger than wood, Waterproof, For use indoors· Fast-drying, Transparent when dry, 

Paintable and organic solvent free. 

Coverage: 2-4 m²/kg, applied on both surfaces, depending on the nature of the Shelf life: At least 24 

months after date of manufacture Limited shelf life after opening Store in a well-closed packaging in a 

dry place at a temperature between +10°C and +20°C. 

Application method 
B)Applying: 

Apply a thin layer of adhesive evenly on one or 

both sides using a brush or another tool. Do not use 

metal or iron tools. Instructions Let soak in for a 

few minutes, and then join parts within 8 minutes. 

Press or clamp. Recommended pressure: 2 - 5 

kg/cm² and pressure time at +20°C is 15 minutes 

Open time is Approx. 8 minutes 

Remove wet stains immediately with water. Dried 

residue can only be removed mechanically. 

 The ambient temperature, the adhesive and the 

materials to be bonded should not be cooler than 

+5°C. The relative air humidity should not be in 

excess of 65%. Level of wood humidity between 

8% and 12%. 

 If necessary, dilute with water 

A) Surface preparation: 

 Surfaces to be bonded should be clean, dry and 

free of dust. Ensure a well-fitting connection. 

 Degrease greasy woods with Thinner. 

 

Technical specifications 
Temperature resistance: -20°C to +60°C 

Paint ability: Good 



 

 

Technical specifications 

Base: Polyvinyl acetate dispersion 

Color: White (Transparent after curing) 

Viscosity: Liquid 

Solid contents: approx. 50 % 

Density: approx. 1.110 g/cm³ 

White point: approx. 5 °C 

Flash point: K3 (>55°C) 

storage 
Keep container at a cool and dry with good ventilation place and avoid direct sun light, spark and 

flame. 

Keep from rich children and keep container tightly after use. 

With good storage condition shelf life is 12 month 

packaging 
21 Kg net.  tin coated drum 

6 Kg net.  tin coated drum 

3 Kg net.  tin coated drum 

0.75 Kg net. Tin coated can 

0.4 Kg net. Tin coated can 

0.2 Kg net. Tin coated can 

We can change properties like color, drying rate, and tack time and so on based on 

customer requirements or for special applications. 

 

Our advice is based on extensive research and practical experience. However cause of the 

large variety of materials and the conditions under which our products are applied. We 

assume no responsibility for the results obtained and/or any damage caused by the use of 

the product. Nevertheless, our Service Department is always at your disposal for any 

advice needed. 

This document prepared at Fars Chasb Company and included of legal rules you can refer 

to this document but must write our company as source of document. 

  

Shahrak sanaati ab barik farschasb co. Iran – Shiraz 

Tel: +98-71-32602400                          Fax: +98-71-32602145        

 www.farsadhesive.com 

  

http://www.farsadhesive.com/

